[image: image1.jpg]



2.4GHZ Video/Audio Sender

	Transmitter：Model VT21SP
	

	Transmission  range
	300 feet (100 meters) clear line of sight

	Antenna
	Internal omni-directional antenna

	Transmit power
	0 dBm/CE, 10 dBm/FCC

	Frequency band

     
	2.41475 GHz

2.43275 GHz

2.45075 GHz

2.46875 GHz

	Input format
	  Available in NTSC or PAL

	Video input level
	  1Vp-p Typ

	Audio input level
	  1Vp-p Typ

	Input connector
	  RCA A/V Line Jacks or Euro/Scart

	Power consumption
	  12Volt DC, 150mA

	Power supply
	  12 Volt DC，500mA

	Power connector
	  DC Jack 2.0mm

	Dimensions
	  16.5X12.5X4.5

	Weight
	

	Operating condition 
	  Indoor usage recommend

	Options
	

	Remote Relay signal frequency
	  433.92 MHz

	IR carrier frequency
	  38 KHz


	Receiver；Model VR21SP
	

	Antenna
	  Internal omni-directional antenna

	Sensitivity
	  -90dbm typ

	Frequency band
	  2.41475 GHz

  2.43275 GHz

  2.45075 GHz

  2.46875GHz


Specifications are subject to change without prior notice

	Output format
	  Available in NTSC or PAL

	Video output level
	  1Vp-p tyP

	Audio output level
	  1Vp-p typ

	Output connector
	  RCA A/V Line Jacks or Euro/Scart

	Power consumption  
	  12Volt DC, 300mA

	Power supply
	  12Volt DC，500mA

	Power connector 
	  DC Jack 2.0mm

	Dimensions
	  16.5X12.5X4.5

	Weight
	

	Operating condition
	  Indoor usage recommend

	Options
	

	Remote Relay signal frequency
	  433.92MHz

	IR carrier frequency
	  38KHz


Specifications are subject to change without prior notice
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