BVS Digital Video Transmission System Specification

Power Requirement :

AC 90 V ~ AC 240 V, 50 ~ 60 Hz







DC 12 V , 24 V , 48 V

Operating Temperature :

0℃ to 50℃
Approx. Weight :


8 Kg

Mobile and Shock :


All Firmware in FLASH no hard disk and Turnkey

Signal System :


NTSC-type color signal and EIA monochrome signal







PAL-type color signal and EIA monochrome signal

Video Input :



CVBS or S-Video (1 Vpp, 75 Ohm composite or Y/C)

Video Output :



CVBS or S-Video (1 Vpp, 75 Ohm composite or Y/C)

Video Compression : 

Industry standard JPEG compression

Transmission Resolution :
640 * 480, 640 * 240, 320 * 480, 320 * 240

Transmission Quality :

8 ~ 300 KB/Frame User programmable


Transmission Frame Rate :
1 ~ 30 Frame/Sec and user programmable time lapse

Transmission Media :

LAN, WAN, Internet, ISDN, XDSL,E1,T1,dual E1

Transmission System :

DVPS
Digital Video Packet System







For ERROR Correction and DATA Encryption






Just Correct Video no bad frame or mosaic
Digital Zoom :



Zoom In 2 X ~ 32X , Zoom Out 1 / 2 X ~ 1 / 32 X

Option:

Global Position System :

Built in GPS for longitude , latitude , altitude ,

GMT (Greenwich Mean Time); universal time
Wireless Module :


DSSS
long range 60 Miles  Wireless Transmission

